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Methods and apparatus for managing collections of object 



T(57) A variety of methods, apparatus and data struc- 
tures for managing collections of objects are des^rib#d. 
In one aspect of the invention, an object that Is intended 
for use in a distributed object operating environment has 
a structure including a group designation, a co-activa- 
tion designation and a co-process designation. The 
group designation is arranged to identify a group to 
which the object belongs. The group Is defined as a col- 
lection of objects which share a common persistent 
state. The co-activation designation is arranged to iden- 
tify a co-activation set to which the object belongs. The 
co-activation set is a collection of objects which are to 
be activated at the same time. The co-process designa- 
tion Is arranged to identify a co-process set to which the 
object belongs. The co-process set is a collection ol ob- 
jects which are to be activated within a single process. 
A various embodiments, a variety of methods of utilizing 
one or more of these designations to facilitate efficient 
operation of a distributed computing system are also de- 
scribed. In some applications, a particular object may 
be conceptually divided Into a plurality of sub-cbjects. 
with each sub-object having Its own portion of persistent 
memory. In this embodiment, the particular object may 
only be invoked as a whole, but the object is provided 
with a mechanism for accessing the selected sub-object 
in response to a call from a client object that invokes the 
object and identifies the sub-object in a sub-object field 
of an object reference that refers to the object. When 
Bub-objects are use, the object references may be ar- 
ranged to include a host identifier, an object identifier 
and a sub-object field. 
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Description 

BACKGROUND OF THE INVENTION 

The present invention relates to the fields of distrib- 
uted computing systems, client-server computing and 
object-oriented programming. More specifically, the 
present invention teaches methods, apparatus and data 
structures for managing collections of related objects. 

Object oriented programming methodologies have 
received increasing attention over the past several 
years in response to the increasing tendency for soft- 
ware developed using traditional programming methods 
to be delivered late and over budget. This stems from 
the tact that traditional programming techniques that 
emphasize procedural models and "linear* code tend to 
be difficult to design and maintain in many circumstanc- 
es. Generally, large programs created using traditional 
methods are "brittle". That is, even small changes can 
effect numerous elements of the programming code. 
Thus, minor changes made to the software in response 
to user demands can require major redesign and rewrit- 
ing of the entire program. 

Object oriented programming strategies tend to 
avoid these problems because object methodologies fo- 
cus on manipulating data rather than procedures; thus 
providing the programmer with a more intuitive ap- 
proach to modeling real world problems. In addition ob- 
jects encapsulate related data and procedures so as to 
hide that information from the remainder of the program 
by allowing access to the data and procedures only 
through the object's interface. Hence changes to the da- 
ta and or procedures of the object are relatively isolated 
from the remainder of the program. This provides code 
that is more easily maintained as compared to code writ- 
ten using traditional methods, as changes to an object's 
code do not affect the code in the other objects In ad- 
dition, the inherent modular nature of objects allows in- 
dividual objects to be reused in different programs. 
Thus, programmers can develop libraries of "tried and 
true" objects that can be used over and over again in 
different applications. This increases software reliability 
while decreasing development time, as reliable pro- 
gramming code may be used repeatedly. 

However, the full promise of object oriented meth- 
odologies, especially the advantages afforded by their 
modularity, have yet to be achieved A basic goal of mod- 
ular systems is to provide efficient utilization of resourc- 
es, yet. due to the modularity of objects, there exists an 
inherent potential for redundant resources and overlap 
in functionality. As a first example, imagine a scenario 
wherein two text objects (e.g. word processing docu- 
ments) contain similar or identical data such as text for- 
matting information or portions of the actual text. In this 
first commonplace example there is an inherent redun- 
dancy as separate objects contain identical portions of 
data. 

In order to present additional example of the disad- 



vantages of current distributed object operating environ- 
ments, some further background discussion will now be 
presented. In general, distributed objects are resident 
in computer processes executing on computer systems. 

5 As is well known to those skilled in the art, computer 
processes provide a common framework under which 
computer systems function. By way of analogy, a com- 
puter process may be thought of as a domain within a 
computer system. 

10 In actuality, a computer process typically includes 
an address space (/.e. a portion of memory allocated to 
only the process), a set of file descriptors, a process 
identification number, and one or more threads of exe- 
cution (often referred to as threads). As is familiar to 

'5 those skilled in the art, a single thread of execution is 
essentially a sequential flow of the point of execution 
through a process. Multi-threaded systems allow for 
multiple threads to run concurrently in a single process. 
For a more detailed description of threads, multi-thread- 

20 ed processes, and principles of concurrency, please see 
"Concurrency Within DOE Object Implementations" by 
Dr. Robert Hagmann, Version 0.91 , May 27, 1993, pub- 
lished by SunSoft and incorporated herein by reference 
in its entirety. For another detailed description, please 

2S see "Multithreaded Programming Guide" published 
1994 by SunSoft and incorporated herein by reference 
in its entirety. 

As a direct result of the framework of computer 
processes, all entities residing under a single process 

30 will share resources (i.e. memory and files). Thus mul- 
tiple target objects residing in a single process will have 
efficient communication with one another Furthermore, 
data can be loaded into memory that all objects residing 
in the single process will have access to. However, pro- 

55 gramme rs may have other motivations (beyond efficient 
transport and data sharing) which negate the advantag- 
es gained by having many objects in a single process. 
For instance, different objects will have different objec- 
tives and may rely on different assumptions about the 

40 process. Programmers must be able to keep objects 
within separate processes, thereby preventing conflict 
between and maintaining the integrity of objects within 
separate processes. As a case in point, an object in a 
first server process may go into an error condition and 

45 begin chaotically writing within its server process mem- 
ory. Nevertheless, objects running in separate server 
processes will remain intact since these processes have 
their own memory, files, and flow control. These motiva- 
tions generate a need for orderly, multi-process distrib- 

50 uted object operating environments. Ideally there 
should be a mechanism by which programmers can de- 
termine the process within which their specific object will 
reside. 

As is well known those skilled in the art, objects 
55 must be activated within their host process prior to serv- 
ing clients. In addition, a first server object responding 
to the call of a first client will often in turn call a second 
server object which may in turn call a third server object 
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{and so on). Thus mulltpie objects may be activated in 
response to a single call. If it is known a priori that this 
is the case, a mechanism which enabled multiple object 
activations in response to a single call may decrease 
the overhead associated with multiple single instance 
object activations. However in current distributed object 
frameworks^ there is no such mechanism. 

While some of the abovementioned inefficiency 
could be eliminated within existing frameworks, the op- 
timization of resources within current distributed sys- 
tems often comes only at the expense of great program- 
ming effort. This is. in effect, antithetical to other goals 
of distributed object systems. Efforts to further extend 
the advantages of object oriented programming tech- 
niques must be directed towards improving efficiency In 
the utilization of all resources, including memory, 
processing power, and network bandwidth. What is 
needed is a straight forward framework in which the po- 
tential for overlap, redundancy, and unnecessary over- 
head within disthbuted objects can be easily eliminated. 
This will require a distributed object having a structure 
which will allow for a different, more efficient utilization 
of resources, including the capability to associate col- 
lections of objects based upon the resources which 
these objects share. Moreover, effective methods for 
managing these collections of objects will be required. 

SUMMARY OF THE INVENTION 

To achieve the foregoing and other objectives and 
in accordance with the purpose of the present inv^ntiOT^, 
methods, apparatus and data structures for managing 
collections of objects are described. In one aspect of the 
invention, an object that Is intended for use In a distrib- 
uted object operating environment has a structure in- 
cluding a group designation, a co-actlvatlon designation 
and a co-process designation. The group designation is 
arranged to identify a group to which the object belongs. 
The group is defined as a collection of objects which 
share a common persistent state. The co-activation des- 
ignation is arranged to identify a co-actlvation set to 
which the object belongs. The co-activation set is a col- 
lection of objects which are to be activated at the same 
time. The co-process designation is arranged to identify 
a co-process set to which the object belongs. The co- 
process set is a collection of objects which are to be 
activated within a single process. Various embodiments 
and a variety of methods of utilizing one or more of these 
designations to facilitate efficient operation of a distrib- 
uted computing system are also described. 

In some applications, a particular object may be 
conceptually divided into a plurality of sub-objects, with 
each sub-object having its own portion of persistent 
memory. In this embodiment, the particular object may 
only be invoked as a whole, but the object is provided 
with a mechanism for accessing the selected sub-object 
in response to a call from a client that invokes the object 
and identifies the sub-object in a sub-object field of an 



object reference that refers to the object. 

In a separate aspect of the invention, objects 
ternried object references may be provided that are ar- 
ranged to permit the identification of the location of an 

s associated object. In this aspect, the object reference 
includes a host identifier Indicative of the host computer 
system on which the associated object is stored. The 
object reference also includes an object Identifier that 
may be used by the host computer -system to locate the 

10 object thereon. Additionally, the object referer>ce in- 
cludes a sub-object field that may be used to identify 
sub-objects within the associated object. In one pfe- 
ferred embodiment, the sub-object field Is In the range 
of 1 - 32 bytes. In one specific emtxxllment, the sub- 

is object field is 16 bytes. 

In other aspects of the invention various methods 
of managing collections of objects during the invocation 
of a particular server object (also called a target object) 
in a computing system that utilizes a distributed object 

20 operating environment having an object request broker 
are described. In one method aspect, when a client 
seeks to invoke a target object located on a separate 
computer, a determination is made as to whether a con- 
nection already exists between a client and the server 

2S If there is not an existing connection, a determination Is 
made as to whether the co-process to which the target 
object belongs Is active. If so. the server's active co- 
process is Identified as the proper location to establish 
a connection. If not, the server's co-process is activated 

30 and reported as the proper location to establish a con- 
nection. 

In another method aspect a determination is made 
as to whether the target object Is part of a group that 
shares a persistent state. If such a group exists and is 

-35 inactive a group activation function for the target object's 
group is called. In one embodiment a check is made to 
determine whether the target object's group has been 
registered. If it has not been registered it is assumed 
that the target object is not part of a group and that there 

40 is no need to call the group activation function. If the 
target object is part of a group, then a check is made to 
determine whether the target object's group is in a group 
registration table. If so, the object is already active, if not 
the group may be activated. The checking steps may be 

45 reversed or combined in alternative embodiments. 

In yet another method aspect, a determination is 
made as to whether the target object is part of a co-ac- 
tivation set of objects that are to be activated at the same 
time. If the target object is part of such a co-actlvation 

50 set and the co-actlvatlon set is Inactive, then all of the 
objects in the co-activation set are activated together. 
In one embodiment, a check is made to determine 
whether the target object's co-activation set is identified 
in a co-activation table. If so, it is determined that the 

55 target object is already active and that there is no r>eed 
to reactivate the target object or any of the other objects 
In the target object'sco-activationset. If r»ot. the objects 
in the co-activation set are all activated at the same time. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The invention, together with further purposes and 
advantages thereof, may best be understood by refer- 
ence to the following description taken in conjunction 
with the accompanying drawings in which: 

FIGURE 1 is a pictorial illustration of various com- 
puters linked together in a computer network; 

FIGURE 2 illustrates diagrammatically some of the 
major components of one of the computers illustrat- 
ed in Figure 1 ; 

FIGURE 3 is a pictorial illustration of one client- 
server model showing a relationship between a cli- 
ent object, a server object proxy, a server object 
servant, and a server object in a distributed object 
operating environment; 

FIGURE 4 is a pictorial illustration of a distributed 
object illustrating the types of collections that the 
object may be associated with in accordance with 
one embodiment of the present invention, the col- 
lections include a group, a co-activation set. and a 
co-process set; 

FIGURE 5 is a pictorial illustration of a couple of as- 
sociation frameworks under which different objects 
may share groups, co-activations, and/or co-proc- 
esses in accordance with one aspect of the present 
invention; 

FIGURE 6 is a flow chart illustrating a method used 
by a client object to invoke a distributed server ob- 
ject in accordance with a one aspect of the present 
invention; 

FIGURE 7 is a flow chart illustrating a method car- 
ried out by a server object's host ORB daemon in 
response to a client request for the server object's 
process' network port number; 

FIGURE 8 is a flow chart Illustrating a method car- 
ried out by the servant's process in response to an 
invocation of the server object; and 

FIGURE 9 is a pictorial illustration of an object ref- 
erence including a sub-object identifier field in ac- 
cordance with a further embodiment of the present 
invention. 

DETAILED DESCRIPTION OF THE INVENTION 

The present invention relates to a distributed oper- 
ating environment based on object oriented program- 



ming (OOP). More specifically, this invention discloses 
methods, apparatus and data structure for managing 
collections of objects in a distributed environment. As 
described in more detail below, the various collections 

s of objects may include groups, co-activation sets, co- 
process sets, and sub-objects. As used herein, the term 
"group" refers to a collection of objects that share a per- 
sistent state. The term "co-activation set" refers to a col- 
lection of objects that are to be activated at the same 

10 tinne. The term "co-process set" refers to a collection of 
objects that are intended to be executed In a single proc- 
ess. That is, if these objects are running, they will all run 
within a single process. This is particularly applicable in 
computing systems that are capable of simultaneously 

IS running multiple processes such as are available with 
certain UNIX based and other operating systems. In the 
following discussion, the different collections of objects 
will be described in more detail, first through discussing 
the motivation behind collections of objects, and then 

20 further through the detailed description of the method 
aspects of the present invention. 

I. DEFINITION OF TERMS 

2S As used herein, the term "distributed object" or "ob- 
ject" refers to an encapsulated package of code and da- 
ta that can be manipulated by operations through a de- 
fined interface that is associated with an object. Thus, 
distributed objects will be seen by those skilled in the 

30 art as including the basic properties that define tradition- 
al programming objects. However distributed objects 
differ from traditional programming objects by the inclu- 
sion of two important features. First, distributed objects 
are multilingual. The interfaces of distributed objects are 

35 defined using an interface definition language that can 
be mapped to a variety of different programming lan- 
guages. One such interface definition language is IDL. 
Second, distributed objects are location-independent. /. 
e., distributed objects can be located anywhere in a net- 

40 work. This contrasts sharply with traditional program- 
ming objects which typically exist in a single address 
space: the address space of the "client." Distributed ob- 
jects can be object clients or object servers, depending 
upon whether they are sending requests to other objects 

^5 or replying to requests from other objects. Requests and 
replies are made through an Object Request Broker 
(ORB) that is aware of the locations and status of the 
objects. 

A "distributed object system" or "distributed object 
so operating environment" refers to a system comprising 
distributed objects that communicate through an ORB. 

An "object reference' or "objref" is an object that 
contains a pointer to another object. Additionally, an ob- 
jref can include a portion of memory (the "sub-object 
55 identifier") which can be used for identifying a sub-ob- 
ject. With the exception of the sub-object identifier, the 
creation and definitbn of object references will be famil- 
iar to those skilled in the art. 
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A "client" as defined herein refers to an entity that 
sends a request to second object In this model, the sec- 
ond object is referred to as a "server object" or a "target 
object". Thus, clients invoke operations, or implementa- 
tions, from servers. In a distributed object operating en- 
vironment, clients need not have knowledge of the im- 
plementation programming language, nor does the im- 
plementation have to have knowledge of the client's pro- 
gramming language due to the requirement of multilin- 
gual character of such objects. Clients and servers in 
distributed object operating environments need only 
<;ommunicate in terms of the interface definition lan- 
guage. As noted above, the request by the client to the 
server, and the server's reply to the client, is handled by 
the ORB. It should be pointed out that the client and 
server can exist within the same process, on the same 
host computer, or on two different host computers. 

An 'object interface" is a specification of the oper- 
ations, attributes, and exceptions that an object pro- 
vides. Preferably object interfaces for distributed ob- 
jects are written using IDL. As noted above, objects per- 
form transactions through their interfaces. The use of 
interlaces therefore relieves the need of objects to be 
aware of the programming languages used to define the 
methods and data of the objects in the transaction. 

To "marshal" a packet of information is to prepare 
this information for transfer via shared memory or over 
a network communications tine. This often means or- 
ganizing the data in a particular format in accordance 
with the network communications protocol being used. 

To "unmarshar a packet of information is to Essen- 
tially reverse the marshaling procedure and produce da- 
ta in a format which is meaningful in a non-network en- 
vironment. 

II. Managing Collections of Object 

In a distributed object operating environment, re- 
quests and replies are made through an Object Request 
Broker (ORB) that is aware of the locations and status 
of the objects. One architecture which is suitable for im- 
plementing such an ORB is provided by the common 
object request broker architecture (CORBA) specifica- 
tion. The CORBA specification was developed by the 
object management group (OMG) to define the distrib- 
uted computing environment world in terms of objects 
in a distributed client-server environment, where target 
objects are capable of providing services to clients re- 
questing the service. In the following discussion, the 
terms "object" and "distributed object" will be used in- 
terchangeably, as the following invention is directed to 
both types. 

In a preferred embodiment of the present invention, 
distributed objects are located on one or more comput- 
ers linked together by a network. The network may take 
any suitable form. By way of example a representative 
network arrangement 10 is illustrated in Fig. 1. The net- 
work arrangement 1 0 includes a first computer 1 2 which 
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is coupled to a transmission line 1 4. The network 1 0 fur- 
ther includes a server, router or the like 16 in addition to 
other computers 18. 20. and 22 such that data and in- 
structions can be passed among the networked comput- 
s ers. The design, construction and implementation of 
computer networks will be familiar to those of skill in the 
art. 

A representative computer 30 suitable for use as 
computers 1 2, 1 8. 20. and 22 of Fig. 1 is illustrated sche- 

'iO matically in Fig. 2. Computer 30 includes a central 
processing unit (CPU) 32 which is coupled bidirection- 
ally with random access memory (RAM) 34 and unidi- 
rectionally with read only memory (ROM) 36. Typk:ally. 
RAM 34 is used as a "scratch pad" memory and includes 

^5 programming instructions and data, including distribut- 
ed objects and their associated data and instructions, 
for processes currently operating on CPU 32. ROM 36 
typically includes basic operating instructions, data and 
objects used by the computer to perform its functions. 

20 In addition, a mass storage device 38, such as a hard 
disk. CD ROM, magneto -optical (floptical) drive, tape 
drive or the like, is coupled bidirectionally with CPU 32. 
Mass storage device 38 generally includes additional 
programming instructions, data and objects that typical- 

2S ly are not in active use by the CPU, although the address 
space may be accessed by the CPU. e.g., for virtual 
memory or the like. Each of the above described com- 
puters further includes an input/output source 40 that 
typically ir^ludes input media such as a keyboard, point- 

30 er devices (e.g. , a mouse or stylus) and/or network con- 
nections. Additional mass storage devices (not shown) 
may also be connected to CPU 32 through a network 
connection. It will be appreciated by those skilled in the 
art that the above described hardware and software el- 

55 ements. as well as networking devices are of starxJard 
design and construction, and will be well familiar to 
those skilled in the art. 

One of the underpinnings of a distributed object op- 
erating environment is the interaction between the cli- 
ent, which is defined herein as an entity requesting a 
service, and a target object providing the service. While 
this client-target interaction is new to the object oriented 
paradigm, of which the distributed object operating en- 
vironment is a recent extension to. it is often discussed 

45 in terms of a client-server model, a phrase inherited from 
prior an networking terminology. By way of example, the 
client may be computer 1 2 which requests servbes from 
an object existing on computer 18. This is very similar 
to a classic networking description of the client-server 

^o model. However while there is a legitimate analogy be- 
tween the distributed object operating environment cli- 
ent-server model and prior networking concepts, they 
are not equivalents, as those of skill in the art will ap- 
preciate. 

55 As will also be appreciated by those of skill in the 

art, the aforenr^ntioned entities which can be a client 
include, but are not limited to, a process running on a 
host computer, hereinafter referred to as a client proc- 
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ess and client host computer respectively, and an ob- 
ject, hereinafter referred to as a client object. For the 
sake of clarity, the object providing the service is here- 
inafter referred to a target object or a server object. Thus 
in the following description, when a client invokes a tar- 
get object, the ciient may be any entity such as a client 
process or a client object. 

Elaborating further on the abstract client-server 
interaction , a client will "call" a target object to "invoke" 
a "method" that Is defined on the target object. Note that 
while "call" and "invoke" can carry slightly different 
meanings, herein the two terms are used interchange- 
ably and their meanings will be understood from the con- 
text of the discussion herein (as is also done by those 
skilled In the art). As is well known to those of skill In the 
art, a method is a procedure contained within a target 
object which is made available to other entitles, i.e. cli- 
ents, for the purpose of requesting services of that ob- 
ject. Thus the object performing the service tor the client 
Is the server, hence the term client-server. In addition to 
calling with a method, the client may also pass along 
any arguments, also referred to as parameters, neces- 
sary for the target object to perform the requested meth- 
od. Please note that the previous term "method" Is a 
term of the art of object oriented programming and dif- 
fers from the term "method" classically used in drafting 
patent applications. In the following discussion, the Ap- 
plicant believes that it Is made clear (either by context 
or by a hint from the Applicant) which meaning for the 
term "method" is intended. 

As can be seen, conceptually the process of ^client 
requesting services of a target object is relatively easy 
to understand. Yet in actual practice, implementing 
these interactions is tricky, with a plethora of hurdles to 
effective operation presenting themselves almost Im- 
mediately, Further problems arise when a true ORB 
must be Implemented. The following discussion will em- 
phasize a client-server model wherein the client re- 
questing services of the target object is a client object 
which calls an object on a renrx)te server host computer. 
As will be appreciated by those of skill in the art, this is 
a more complicated client-server scenario and thus en- 
compasses the critical steps which may be required in 
a variety of client-server models. Therefore, it will be 
clear to those of skill In the an how to implement the 
following methods, apparatus, and structures In a vari- 
ety of client-server models. 

Referring next to Fig. 3 one embodiment of a client- 
server model that Is typical of a distributed object oper- 
ating environment will be described. As shown, the dis- 
tributed operating environment includes at least two 
computer systems which are referred to as the client 
host 46 and the server host 48, In this embodiment, 
server objects which are located on the server host 48 
can be utilized transparently by client objects located on 
the client host 46. That is, as Is discussed below, a client 
process which is running the client object works with the 
ORB to enable the client object to utilize target objects 



regardless of their location, i.e. remote or local. Each of 
these object types correspond to the distributed object 
described in the background and in the definition sec- 
tion. 

5 In Fig. 3. a server object proxy 50 and a client object 
52 exist in a client process 53 which is running on the 
client host 46. The server object proxy 50 corresponds 
to a server object 60 existing on the server host 48, That 
is. the server object proxy 50 is a surrogate for the server 

10 object 60, a surrogate simply being an object which lo- 
cally represents a remote object. The server object serv- 
ant 54 exists In a server process 55 running on the serv- 
er host 48 and Is essentially the Implementation (running 
under the server process 55) of the server object 60. 

IS The example of Fig. 3 shows an object 60 which is a 
software object 60 that Includes code 62 and a state 64 
and is also located on the server host 48. Similar to the 
server object servant 54, the client object 52 can also 
be a software object 56 including code and state. How- 

20 ever, as will be appreciated by those skilled in the art, 
objects come in many varieties, all of which fall within 
the scope of the present invention. The hashed line 58 
illustrates the connection between the software client 
object 56, the client object 52, the server object proxy 

25 50. the server object servant 54, and the software server 
object 60. As will be appreciated, the hashed line 56 
does not represent any limitation, explicit or implied, on 
how these entities may Interact. Rather it simply shows 
one potential conduit for the flow of communication. 

30 Additionally, Fig. 3 shows a process running on the 
server host 48 known as the ORB daemon 68. The ORB 
daemon 68 Is responsible for a variety of pertinent tasks. 
These pertinent tasks include establishing connections 
between the server object proxy and the server object 

35 servant 54 and creating processes such as starting the 
server object servant 54 in response to an Initial Invo- 
cation of the server object 60. The term "daemon" is well 
known to those skilled in the art. As will be appreciated 
by those of skill In the art, the component of the ORB 

40 daemon 68 which performs the aforementioned tasks Is 
an element of one implementation of the CORBA Object 
Adapter (OA). The Object Adapter provides server hosts 
with an interface to other components of the ORB. Thus 
any object adapter can be designed to perform the f unc- 
tions of the ORB daemon 68. 

To briefly summarize one aspect of the present in- 
vention which relates directly to the aforementioned cli- 
ent-server interaction, when the client object 52 Invokes 
the server object 60, the client process 53 responds by 

50 calling the server object proxy 50. The server object 
proxy, in conjunction with the server object servant 54 
and the ORB daemon 68. manages the invocation so 
that applications running on the client host 46 can trans- 
parently utilize object such as c}bject 60 kx:ated on the 

55 server host 48. 

From the viewpoint of an omniscient observer, any 
client running on the client host 46 uses a programming 
language object, or other type of object, as a surrogate 
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or proxy for the actual server object 60. However, from 
the viewpoint of a client running on the client host 46. 
the server object 60 is called in the exact same manner 
as if the object servant 54 were locally available. As will 
be appreciated by those of skill in the art, the following 
methods and apparatus work equally well when the cli- 
ent and the server are located within the same process, 
located on the same host computer, or located on two 
different host computers. However, as the latter scenar- 
io Is the most complicated and encompasses typical 
steps necessary for the first two scenarios, only the sce- 
nario in which the client and server processes are locat- 
ed on two different host computers is described in detail. 
Nevertheless, from the following description it will be ap- 
parent to those of skill in the art how to implement this 
method in all three scenarios. 

Referring next to Fig. 4. an object 80 which includes 
a specific implementation 82 which points to a group 84. 
a co-activation 86. a co-process 88, and an executive 
definition (hereinafter referred to as an exec.def) 90 
which correspond to the object 80, and an interface 92. 
The exec.def 90 defines how to start server processes 
and in one embodiment is simply an executable path 
and argument parameters. In another embodiment, the 
group 84, the co-activation 86. and co-process 88 are 
eliminated and the exec.def 90 can include all the infor- 
mation previously stored in these elements. As will be 
appreciated by those skilled in the art. the Interface 92 
allows the object 80 to receive and transmit messages 
in an orderly manner which protects the contents of the 
object 80. Similar to the objects 52 and 60 In Fig.-^ia. tfie 
-Object 80 can be a software object having corresponding 
code 62 and a state 64. 

In the following, motivation for the group 84, the co- 
activation 66, and the co-process 88 will be discussed. 
First, consider a situation wherein different objects 80 
share an equivalent or interrelated persistent state. This 
is the case when two or more different objects 80 contain 
similar, permanently stored data. By way of example, 
this situation arises when two text documents (which are 
considered objects) contain similar information such as 
similar paragraphs, header text, or graphics. As will be 
appreciated by those of skill in the art, if the persistent 
state which is shared by these objects were stored in 
only one location, and was In turn only opened once, 
only closed once, etc., resources would be more effi- 
t:iently utilized. According to one aspect of the present 
invention, a collection of objects which share a persis!- 
ent state are defined as belonging to the same group 84. 

As is well known to those of skill in the art, in simple 
terms, a process Is an entity which is executed by a com- 
puter system. For example, a process will typically have 
a portion of the computer systems memory allocated to 
it, and will have one or more thread of execution. In the 
OOP world, an object 80 Is implemented by a single 
process. According to one aspect of the present inven- 
tion, multiple objects can be implemented by a single 
process, but In most systems. It Is important that an ob- 
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ject 80 is active in only one process at a time. Objects 
which have an identical "co-process" 88 are objects 
which are intended to be constrained to always sharing 
the same process whenever both objects are active. 
s This scheme allows objects In the same co-process to 
synchronize through memory. Furthermore, co-proc- 
esses eliminate the need for an unnecessarily large mul- 
tiplicity of processes since more than one object can ex- 
ist in a single process. 

10 Whenever an object 80 is invoked for the first time, 
regardless of where the object exists or what entity In- 
vokes it. the process in which the object Is executed 
must allocate resources to this object 80. Activation of 
an object 80 Is defined to include this step of allocating 

'5 resources. There may arise instances when, for reasons 
such as efficiency or organizational purposes, it may 
make sense for different objects 80 to be simultaneously 
activated. Take for example, a collection of objects 
which each, as part of their individual activation, open, 

20 read and then close an identical file stored on a hard 
disk drive. As Is well known to those of skill In the art, 
the sequence of opening, reading, and then closing a 
file on a hard disk drive can be a relatively lengthy proc- 
ess. Perhaps a better utilization of resources would in- 

2S volve simultaneously activating each of these objects 
80, thereby enabling a single open, read, and close se- 
quence for the collection of objects. In the more general 
case, an object must perform a plurality of actions upon 
activation, these actions all summed up in the objects 

30 "activation function." If a collection of objects were as- 
sociated such that activation of one object 80 resulted 
in simultaneous activation of each of the objects 80. the 
apparent benefits could be achieved. As defined by the 
present invention, a collection of objects which are si- 

35 multaneously activated share the same •co-activation* 
86. 

Fig. 5 illustrates an explicit example of how different 
objects can be interlinked by the collections of objects 
described above. A first object 100 and a second object 

40 102 both share the same implementation 104 (I.e. Im- 
plementatlon-1). That is, they are implemented by the 
same code. Accordingly, since the first and second ob- 
jects have the same Implementation, they would also 
share the same exec 106<exec-1), group-1 108, co-ac- 

45 iivation-1 110, and co-process- 1 112. In contrast, a third 
object 114 points to implementation-2 116 which corre- 
sponds to co-process-1 112, group-2 118, and co-actl- 
vallon-2 120. Thus object-1 , object-2 102. and objecl-3 
114 all share co-process-1 112. In the general case, 

50 every object which eventually points to a group, a co- 
activation, or a co-process shares the same group, co- 
activation, or co-process, respectively. 

As will be appreciated by those of skill In the art, the 
distributed framework which has been disclosed above 

55 provides the OOP programmer with improved tools for 
writing OOP software which can effectively take advan- 
tage of the resources available in a distributed program- 
ming environment. 
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Reterring next to Fig. 6, a method 196 of invoking 
a target object in accordance with one embodiment of 
the present invention will be described. The server ob- 
ject invocation method begins in a step 198 when a cli- 
ent object 52 running in a client process 53 on the client 
host 46 initiates the invocation of a server object 60. Typ- 
ically, the client object will only have a pointer to the serv- 
er object (ie. an object reference) and will know the 
server object's interface requirements (or at least the 
portion of the Interlace requirements that apply to the 
information it is seeking). Therefore, the invocation be- 
gins when the client object calls the server object with 
a call that identifies the server object using the object 
reference and provides the arguments necessary to 
meet the server object's interface requirements. As il- 
lustrated in step 200, the client process 53 responds to 
the client object's call with a call to the server object's 
proxy 50 which is located on the client host 46. Suitable 
methods tor creating the server object proxy and/or es- 
tablishing a connection between the client object and 
the server object proxy on the same machine and within 
the same process are known to those skilled in the art. 

Once the call is received by the server object proxy 
50. the proxy determines whether it already has an es- 
tablished connection with a server object servant 54 ex- 
isting on the server host 48. If the proxy 60 has an es- 
tablished connection, then process control goes directly 
to a step 218 where it marshals the target object identi- 
fier and call arguments, thereby preparing the call for 
transmission over the network. On the other hand. If the 
proxy 50 does not have an established connect Idh with 
server object servant 54 . then a connection must be es- 
tablished. In the latter case, the server object proxy 50 
proceeds to step 204 where it locales the server host. 
It should be appreciated that the server host will be iden- 
tified in the object reference. Therefore, the server ob- 
ject proxy contacts the ORB which will provide it with the 
network port number of the ORB daemon 68 server host 
48. 

Next, in a step 207, the server object proxy 50 es- 
tablishes a network connection with the ORB daemon 
68 on the server host. However, if the proxy 50 already 
has an established connection with the ORB daemon 
68, it may not be necessary to establish a second con- 
nection. In any event, once the connection is estab- 
lished, the server object proxy 50 requests, in a step 
209, that the ORB daemon 68 return the network port 
number of the server process 55 on which the server 
object servant 54 Is running. Of course, although steps 
207 and 209 are logically explained as separate steps, 
they can be accomplished simultaneously in a single 
call. Methods of establishing connections between proc- 
esses are well known in the art. One suitable method of 
establishing the aforementioned process is described in 
Brownelt et. al.'s copending United States Patent Appli- 
cation (Attorney's Docket No, SUN1-P018/P715) enti- 
tled: -METHOD AND APPARATUS FOR MANAGING 
CONNECTIONS FOR COMMUNICATION AMONG 



OBJECTS IN A DISTRIBUTED OBJECT SYSTEM* 
which is incorporated herein by reference in its entirety. 

A suitable process that the server host's ORB dae- 
mon may go through in order to find and return the ap- 

5 propriate port number will be described below with ref- 
erence to Fig. 7. However, from the standpoint of the 
server object proxy 50, it simply receives the appropriate 
server process port number in a step 214. With this 
knowledge in hand, the proxy can establish a connec- 

10 tion with the appropriate server process in step 216. Of 
course, the client process may have previously estab- 
lished a connection with the server process for any va- 
riety of reasons such as a previous call to another target 
object running in this same server process. In this case, 

15 it may not be necessary (or desirable) to establish a sec- 
ond connection with the server process. 

Once the connection is established In step 216, the 
server object proxy 50 will marshal the target object 
identifier and the arguments lor the call in step 218. The 

20 nature of the marshaling will depend entirely on the na- 
ture of the protocols used for communications on the 
particular network that is in operation and its Implemen- 
tation should be apparent to those of skill in the art. 
Then, in a step 220, the server object proxy 50 performs 

2S a remote call to the target object 60 over the connection 
established In step 216. As a result of this call, in a step 
222, the server object proxy 50 receives and unmar- 
shals the result of the target object call of step 21 6. Once 
the results have been unmarshaled, the server object 

30 proxy 50 returns the unmarshaled results to the client in 
a final step 225. The Invocation is then complete and 
the client can use the results in any appropriate manner 
Referring next to Figure 7, a method that the ORB 
daemon 66 may use to handle the client's request for 

35 the target object's network port number will be described 
In more detail. The embodiment of Fig. 7 begins in a 
step 230 when the ORB daemon 68 receives a request 
to get the network port number for the server process 
55. Upon receiving the request, the ORB daemon 68 

40 looks up the co-process lor the target object In a step 
232. As discussed previously, the ORB daemon 68 Is a 
component of the object adapter. The object adapter al- 
so includes an object adapter data base, which can be 
accessed by the ORB daemon 68. In one embodiment, 

45 information regarding objects, such as the co-process 
and status of each object, is stored within the object 
adapter data base. Thus the ORB daemon 68 can look 
up co-process information in the object adapter data- 
base. Of course other embodiments may be suitable de- 

50 pending upon the implementation. For example, the 
ORB daemon can maintain its own object data base, 
perhaps caching information In transient memory for 
speedy access and deletions. In a next step 234, the 
ORB daemon 68 determines if the co-process is listed 

55 in a co-process active table which is arranged to list all 
of the processes that are currently active within the dae- 
mon's host machine. In a preferred embodinrient, the ac- 
tive process table Is stored in transient memory on the 
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server host. If the co-process is not listed in the active 
process table, it is understood that the co-process is not 
currently active. When this occurs, the co-process is ac- 
tivated in step 236. During the activation of the co-proc- 
ess, the appropriate network port number for the acti- 
vated co-process is stored in the co-process active table 
in a row associated with the co-process. After the co- 
process has been activated, control is passed to step 
238 where the appropriate network port number is re- 
turned to the client machine. More specifically, the net- 
work port number for the target object's server process 
that is listed in the active process table is returned to the 
server object proxy 50 and the ORB daemon's role is 
complete. Details of a method suitable for activating a 
server process as well as the structure and functions of 
a representative active server table are described in de- 
tail in Vanderbilt et aPs copending application serial 
number (Attorney Docket No. SLIN1-P030/P747) enti- 
tled: "METHODS AND APPARATUS FOR MANAGING 
COMPUTER PROCESSES" which is incorporated 
herein by reference in its entirety. 

Referring next to Figure 8. one suitable response of 
the target object servant 54 to the remote object call of 
step 220 in Fig. 6 will be described in more detail. As 
described above, the proxy first locates the target ob- 
ject's server process and establishes a connection 
therewith. After a connection has been made, the proxy 
performs a remote call to the object (see description of 
step 220 of Fig. 6). The following description describes 
a method by which the call can be handled by the server 
process. This method begins in a step 250 when tfle 
server process 55 receives an invocation for the target 
object 60. Note that step 250 is the server host step cor- 
responding to the client host step 220 of Fig. 6. As dis- 
cussed previously, the server host 48 receives the invo- 
cation message over the network via a process network 
port number Initially, the server process unmarshals the 
target object reference. As is well known to those skilled 
in the art. the "unmarsha!" step 251 is essentially the 
inverse of the "marshal" step 218 of Fig. 6. That is, the 
information is translated from a network protocol format 
into a format useful within the server process 55. Note 
that the structure of the object reference will be dis- 
cussed in more detail later with respect to Fig. 9. Next, 
in a step 252, the server process 55 determines if group 
activation has been registered. That is. does the target 
object 60 share a group and therefore have a group ac- 
tivation luncllon. As discussed previously, objects which 
share a group share some persistent memory, so at this 
point steps are taken to enable sharing of the group per- 
sistent memory. If step 252 determines that group acti- 
vation has been registered, process control is given to 
a step 254 where the process of managing group acti- 
vation begins. On the other hand, if in step 252 it is de- 
termined that group activation is not registered, process 
control goes directly to a step 260. bypassing the group 
activation steps as no group activation function exists. 

Group activation nrvanagement begins in step 254. 



where the server process 55 determines if the target ob- 
ject's group is listed in an active group table. The active 
group table can be located in memory anywhere in on 
the server host, yet certain locations will provide greater 

5 operating efficiency. For example, storing the active 
group table in transient menrrary alkx:ated to the server 
process is a suitable method. The group activation func- 
tion is defined by the author of the object, and. as will 
be apparent to those of skill in the art, may vary depend- 

^0 ing upon the application. If in step 254 it is determined 
that the target object's group is already listed in the ac- 
tive group table, then the group is already active. There- 
fore, the group activation function does not need to be 
repeated and process control is passed directly to step 

'5 260. However, if the target object's group is not listed in 
the active group table, then control is passed to a step 
256 where the group activation function is performed. 
Subsequent to step 256, in a step 258, the process 
writes the target object's group in the active group table 

20 and process control is passed to step 260. Thus step 
258 updates the active group table thereby perpetuating 
the effectiveness of this process. 

Object co-activation management begins in step 
260 of Fig. 8, where it is determined if the target object 

^5 60 is in the active co-activation table. The active co-ac- 
tivation table can be located in memory anywhere on 
the server host but again, certain locations will provide 
greater operating efficiency. For example, storing the 
active co-activation table in transient memory allocated 

30 to the server process 55 has been found to work well. If 
the target object €0 is in the active co-activation table, 
then the target object is already active in the process 
and its activation is not required. When this occurs, the 
method proceeds directly to a step 269 bypassing the 

3S co-activation steps. However, if in step 260 it is deter- 
mined that the target object 60 is not in the active co- 
activation table, co-activation is required and the control 
is passed to a step 262 where it is determined it there 
is an object activation function for the target object. If 

40 so. a step 264 calls the object activation function for this 
implementation and passes control to a step 267. Oth- 
erwise, in the case that no activation function exists for 
the target object, control proceeds directly from step 262 
to step 267. As will be appreciated by those of -skill in 

45 the art, the aforementioned object activation function 
may be unique to each object and will vary depending 
upon the nature of the object. Thus, bypassing step 264 
of Fig. 8 does not preclude an object from performing 
it's own activation function at a later time. In either event, 

50 the server process writes the target object's co-activa- 
tion into the active co-activation table in step 267. Thus 
step 267 updates the active co-activation table thereby 
perpetuating the effectiveness of this method. 

Once step 267 has been perlormed. the embodi- 
es ment described in relation to Fig. 8 has completed all 
steps related to co-process, group, and co-activation . 
Next, in steps 269 - 279, the additional steps that must 
be performed in order to complete the server's response 
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will be described. It should be appreciated that these 
steps may be varied somewhat based on the implemen- 
tation and will be familiar to those skilled in the art. Ini- 
tially, in step 269. the server process calls the implemen- 
tation look-up function. The lookup function includes the 5 
step ot mapping the object to the object servant. In other 
words, since the preparatory steps for invoking the tar- 
get object 60 have been performed, a mapping of the 
target object 60 in memory is required for the target ob- 
ject to perform the requested sen^ice. Typically the map- 
ping is found in memory allocated to the server process 
55, however other memory can be used. 

Thereafter, in step 271, the process receives the 
server object servant 54 in response to the call ot step 
269. At this point, the server object servant 54 is ready 
to be called with an invocation by the server process 55. 
After the server object servant 54 has been received, 
the server process 55 unmarshals the method and ar- 
guments from the invocation received in step 250. As 
will be appreciated by those skilled in the art, the method 
and arguments can be unmarshaled at any other appro- 
priate point such as in step 250. For the sake of clarity, 
a "method", as used in this and other paragraphs and 
recited in step 273 of Fig. 8, is a procedure which can 
bo performed by an object and is available to all other 
clients. As is well known by those of skill in the art, a 
server object is typically invoked with a requested meth- 
od and the necessary arguments. The server object will 
then respond by performing the service requested by 
the client. The method unmarshaled in step 273 is a des- 
ignation of the service requested of the target object" 
while the arguments are simply the parameters neces- 
sary {if there are any) tor the target object to perform the 
requested service. 

Now that the server object servant 54 is ready for a 
call and the method and arguments have been unmar- 
shaled. the server process 55 will make a call to the 
server object servant 54 and receive the results of the 
call in a step 275. Once the results of the call are re- 
ceived, the server process marshals these results in a 
step 277. As discussed previously, the step of marshal- 
ing includes formatting information according to a net- 
work protocol in preparation for a network communica- 
tion step. Consequently, in a step 279. the server proc- 
ess 55 returns the marshaled results of the object call 
to the object proxy 50 via the network Note thai step 279 
is the server object servant counterpart to client step 222 
of Fig. 6, wherein the server object proxy 50 receives 
and unmarshals the results of the object call. 

The previous discussion has illustrated the invoca- 
tion of an object in accordance with one embodiment 
with the present invention. Further, methods for manag- 
ing collections of objects have also been disclosed. As 
will be apparent to those of skill in the an, the advantag- 
es provided by a distributed object operating environ- 
ment which incorporates managing collections of ob- 
jects through groups, co-activation, and co-process in- 
clude efficient use of permanent memory space, com- 



puter processing power, and network bandwidth. A fur- 
ther embodiment of the present invention is found in an 
efficient implementation of fine grained objects called 
sub-objects. As will be appreciated by those of skill in 
the art, an object, including a distributed object, typically 
requires a certain amount of overhead resources such 
as minimum state and processing requirements. How- 
ever, in many cases, this overhead is as costly, or even 
more costly, than the actual function(s) which the object 
can perform. Therefore, what is needed is an arrange- 
ment suitable for reducing the overhead, or 'weight", of 
these fine grained objects. 

Referring next to Fig. 9, an arrangement for utilizing 
"sub-objects" in a distributed object system will be de- 
scribed. Effectively, the use of sub-objects spreads the 
minimum overhead required onto a collection ot objects. 
In this aspect, a single object can contain a collection of 
sub-objects. The collection ot sub-objects shares eve- 
rything about the object, such as the interface, location, 
execdef. etc. Each sub-object has its own unique por- 
tion of data found within the object. In a preferred em- 
bodiment a sub-object identifier is incorporated into the 
object reference for distinguishing sub-objects within 
the target object. As will be appreciated, the size of this 
identifier can vary greatly depending upon the applica- 
tion. By way of example, identifier sizes of 1 - 32 bytes 
are appropriate for most applications. 

To explain further, by way of example, sub-objects 
can be used to implement transient objects. That is, ob- 
jects which have a short lifetime, often no longer than 
the process that creates them. Another general use 
would be fine grained objects that are almost all the 
same, but need a small amount of state to differentiate 
between each object. A specific example of this would 
be the cells of a spreadsheet. In each of these exam- 
ples, rather than continuously activating and deactivat- 
ing full weight objects, one permanent object containing 
a collection of sub-objects is created initially and main- 
tained in a persistent state. Then, as need requires, 
these sub-objects can be independently addressed, ac- 
cessed or used. The outcome may be faster operation, 
as the sub-objects are already created, and more effi- 
cient use of memory, as the sub-objects have less 
"weight" than full fledged objects. 

One preferred object reference structure tor imple- 
menting sub-objects will now be described with respect 
to Fig. 9. Fig. 9 shows an object reference 300 which 
includes a server host identifier 302, an object identifier 
304. and a 16 byte sub-object identifier 306. The server 
host identifier 302 corresponds to the information re- 
quired for a request to reach it's destination server host. 
This identifier can be specific enough to self<iirect the 
request to the server host, or it may be information for 
a third entity <6uch as the ORB or a router) to interpret 
and act on. The object identifier 304 uniquely indicates 
which object (and hence which server process) is being 
called once the request reaches the destination server 
Similar to the server host identifier 302, this information 
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can include data as specific as the server process port 
number and target object inlormation. or it can be infor- 
mation for a third entity such as the ORB to interpret and 
act on. The 16 byte sub-object identifier 306 is typically 
for use only by the target object. Once the target object 
receives a call, which includes the sub-object Identifier 
306. the sub-object can decipher which sub-object is be- 
ing requested by way of the sub-object identifier 306. 
This identifier 306 is opaque to the ORB on both the cli- 
ent and the destination server, and is typically for use 
only by the target object. 

In light of the above, it is apparent that the afore- 
mentioned structure may be utilized in an object call 
which followed the steps of the methods described In 
Figs. 6 - 8. For example, in step 198 of Fig. 6. a client 
would call a server object to invoke an object method. 
In addition to designating the target object, the sub-ob- 
ject would be also be specified in the object reference. 
Steps 202 - 216 of Fig. 6 and all of the steps of Fig. 7 
would be performed as described previously, without re- 
gard to the sub-object identifier 306. This is due to the 
fact that steps such as finding the server host, estab- 
lishing a network connection with the ORB daemon, 
starting the server process, and establishing a network 
connection with the server process do not require knowl- 
edge of the sub-object identifier 306. However, in step 
218 of Fig. 6, when the serverobject proxy marshals the 
target object identifier, the data specifying the sub-ob- 
ject would be included. Of course, the sub-object iden- 
tifier 306 could change format in the marshaling or any 
subsequent step. However, as the essential inforn<atic#» 
remains the same, in the following it will be referred to 
as the sub-object identifier 

Turning next to Fig. 8. steps 250 - 271 can be per- 
formed without regard to the sub-object identifier. This 
is because group activation and co-activation will typi- 
cally not require information found in the sub-object 
identifier. Additionally step 273 may not use the sub-ob- 
ject identifier, beyond use in the sense that the sub-ob- 
ject identifier can be one of the arguments and may sim- 
ply get passed onto the server object servant. However, 
if the server process required knowledge of sub-objects! 
this information can be interpreted and utilized once the 
sub-object identifier portion of the target object call is 
unmarshaled. Next, in step 275 of Fig. 8 the target object 
is <:aHed with the information including the sub-object 
identifier. Then, switching to the viewpoint of the target 
object, when ihe large! object receives the call, it will 
know which sub-object to direct the call to based upon 
the sub-object identifier. 

Although only a few embodiments of the present in- 
vention have been described, it should be understood 
that the present invention may bo embodied in many 
other specific forms without departing from the spirit or 
scope of the invention. The object structure of Fig. 4 and 
the sample resultant framework of Fig. 5 may be varied 
greatly and yet fall within the scope of the present in- 
vention. For example, an object may be implemented 



with only a group designation but would still reap the 
benefits of sharing persistent memory, and therefore 
would have an advantageous structure. Indeed the sys- 
tem may be arranged to include any single one or any 
5 possible combination of the three described concepts of 
co-process, group, and co-activation. These multiple 
embodiments would reap the benefits of each enumer- 
ated aspect of managing collections of objects accord- 
ingly. Furthermore, the sub-object structure can be im- 
10 plemented without providing a mechanism for handling 
any of the other described arrangen^nts or in conjunc- 
tion with any one or more of the other described collec- 
tion handling mechanisms. 

As will be appreciated by those skilled in the art of 
75 distributed object systems, the underlying ideas behind 
the described methods of handling various collections 
of objects can be implemented in a wide variety of alter- 
native embodiment, of which there far too many to dis- 
cuss in detail. However, since the underlying philosophy 
20 has been described, various alternatives will be clear to 
those skilled in the art. By way of example, step 2Q2 of 
Fig. 6, which determines if the server proxy has a con- 
nection with the ORB daemon, may be eliminated en- 
tirely in systems which require the client process to al- 
25 ways establish a new connection with a server process 
when a call is made. 

In another example, in step 251 of Fig. 8. the server 
process could unmarshal the method and arguments 
when it unmarshals the target object reference. Also in 
30 Fig. 8. the set of steps 252 - 258 may. under the appro- 
priate circumstances, be switched in execution order 
with the set of steps 260 - 267. That Is. the management 
of co-activation could occur before the management of 
group. Additionally, although many of the processes dis- 
55 cussed herein have been described in ternr>s of a se- 
quential flow, as is well known to those skilled in the art. 
during implementation, it may be possible to perform 
some of the tasks concurrently or in different orders. 
Further, a computer process may have multiple threads 
40 of execution in which case the described operations 
may. in appropriate circumstances be divided among 
multiple threads of execution. 

Still more embodiments can be found by examining 
the possible variations on the client-server modete. 
45 While much of the detailed description focused upon a 
framework in which a client invoked a remote target ob- 
ject, other client-server models could be used as well. 
For example, the clieni may be an object, a process, or 
a non-object entity running within a process. Further, the 
50 described mechanisms for handling collections of ob- 
jects maybe used in same host or even same process 
client server relationships. Therefore, the present exam- 
ples are to be considered as illustrative and not restric- 
tive, and the invention is not to be limited to the details 
55 given herein, but may be nrxxdified within the scope of 
the appended claims. 
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An object for use in a distributed object operating 
environment that contemplates the existence ot a 
plurality of distributed objects, the object intended 
to reside in a computer controlled process execut- 
ing on a computer system, the object including a 
distributed object structure comprising a group des- 
ignation that is arranged to identify a group to which 
the object belongs, the group being a collection ot 
objects which share a common persistent state 
stored in shared memory of said computer system. 

An object as described in claim 1 further including 
a co-activation designation that is arranged to iden- 
tity a co-activation to which the object belongs, the 
co-activation being a collection of objects which are 
to be activated under computer control at the same 
time. 

3. An object as described in claim 2 further including 
a co-process designation that Is arranged to identify 
a co-process to which the object belongs, the co- 
process being a collection of objects which are to 
be activated under computer control only within said 
computer controlled process. 

4. An object as described in claim 1 further including 
a co-process designation that is arranged to identify 
a co-process to which the object belongs, the co- 
process being a collection of objects which ^reTo 
be activated under computer control only within said 
computer controlled process. 

5. An object as recited in claim 3 wherein the distrib- 
uted object structure further comprises a plurality of 
sub-objects, each sub-object having its own portion 
of persistent state stored in memory of said compu- 
ter system. 

6. A distributed object operating environment com- 
prising: 

a plurality of computer systems; 
a network interconnecting said plurality of com- 
puter systems; and 

a multiplicity of distributed objects each having 
a distributed object structure as described in 
claim 3, each distributed objects being stored 
on an associated one of the computer systems. 

7. A distributed object operating environment as recit- 
ed in claim 6 further comprising a multiplicity of ob- 
ject references, each object reference being ar- 
ranged to permit the identification of the location of 
an associated object, the object reference including 
a host identifier indicative of the computer system 
on which the associated object is stored, an object 



rv^ntifier that nnay be used by the computer system 
which the associated object is stored to locate 
:3 object thereon, and a sub-object field that may 
oe used to identify sub-objects within the associat- 
5 ed object. 

8. An object reference as recited in claim 7 wherein 
said sub-object is in the range of 1 - 32 bytes. 

10 9. An object as recited in claim 7 wherein said object 
reference resides in a computer controlled client 
process, said object reference available to a client 
object also found in said client process. 

IS 10. An object for use in a distributed object operating 
environment that contemplates the existence of a 
plurality ot distributed objects, the object intended 
to reside in a computer controlled process execut- 
ing on a computer system, the object including a 

20 distributed object structure comprising a co-acliva- 
tion designation that is arranged to identify a co-ac- 
tivation to which the object belongs, the co-activa- 
tion being a collection of objects w^ich are to be ac- 
tivated under computer control at the same time. 

2S 

11. An object as described in claim 10 further including 
a co-process designation that is arranged to identify 
a co-process to which the object belongs, the co- 
process being a collection of objects which are to 

30 be activated under computer control only within said 
computer controlled process. 

12. An object as described in claim 11 wherein the dis- 
tributed object structure further includes a plurality 

35 ot sub-objects, each sub-object having its own por- 
tion of persistent state stored in memory of said 
computer system. 

13. An object for use in a distributed object operating 
40 environment that contemplates the existence of a 

plurality of distributed objects, the object intended 
to reside in a computer controlled process execut- 
ing on a computer system, the object including a 
distributed object structure comprising a co-proc- 
45 ess designation that is arranged to identify a co- 
process to which the object belongs, iheco-process 
being a collection of objects which are to be activat- 
ed under computer control within said computer 
controlled process. 

so 

14. An object as described in claim 11 wherein the dis- 
tributed object structure further includes a plurality 
of sub-objects, each sub-object having its own por- 
tion of persistent state stored in memory of said 

55 computer system. 

15. An object reference for use in a distributed object 
operating environment that contemplates the exist- 
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ence of a plurality of distributed objects, the object 
reference being arranged to permit the identification 
of the location of an associated object, the object 
reference including: 

a host identifier indicative of a host connputer 
system on which the associated object is 
stored; 

an object identifier that may be used by the host 
computer systenn to locate the object therein; 
a group identifier that is arranged to identify a 
group to which the object belongs, the group 
being a collection of objects which share a com- 
mon persistent state stored in memory on said 
host computer system; 

a co-activation identifier that is arranged to 
identify a co-activation to which the object be- 
longs, the co-activation being a collection of ob- 
jects which are to be activated under computer 
control at the same lime; and 
a co-process identifier that is arranged to iden- 
tify a co-process to which the object belongs, 
the co-process being a collection of objects 
which are to be activated under computer con- 
trol within a single process executing on said 
host computer 

16. An object reference as recited in claim 15 further 
comprising a sub-object field that may be used by 
a computer system to identify sub-objects within the 
associated object. 

17. An object reference for use in a distributed object 
operating environment that contemplates the exist- 
ence of a plurality of distributed objects, the object 
reference being arranged to permit the identification 
of the location of an associated object, the object 
reference including a host identifier indicative of a 
host computer system on which the associated ob- 
ject is stored, an object identifier that may be used 
by the host computer system to locate the object 
therein, and a sub-object field that may be used by 
acomputer system to identify sub-objects within the 
associated object. 

18. An object reference as recited in claim 17 wherein 
said sub-object field is in the range of 1 - 32 bytes 
long. 

19. An object reference as recited in claim 18 wherein 
said sub-object field is 16 bytes long. 

•20. An object for use in a distributed object operating 
environment that contemplates the existence of a 
plurality of distributed objects, said object resident 
in a computer controlled process executing on a 
computer system, the object including a distributed 
object structure comprising: 



a plurality of subobjects. each sub-object hav- 
ing its own portion of persistent state stored in 
memory of said computer system: 
means implemented on said computer system 
for activating the object wherein the object may 
only be invoked as a whole and the sub-objects 
nnay not be independently activated; and 
means implemented on said computer system 
for accessing a selected sub-object in response 
to a call from a client that invokes the object and 
identifies the sub-object in a sub-object field of 
an object reference that refers to the object. 

21. A computer implemented method for managing a 
collection of objects during the invocation of a par- 
ticular server object, said server object intended to 
reside in a computer controlled server process ex- 
ecuting on a server computer system, the serverob- 
ject being identified by an object referer>ce resident 
in a computer controlled client process executing 
on a client computer system, both the client com- 
puter system and the server connputer system uti- 
lizing a distributed object operating environment 
having an object request broker, the method com- 
prising the steps of; 

determining under computer control whether a 
connection already exists between a client res- 
ident in said client process that initiates the in- 
vocation and the server object that is to be in- 
voked; and 

establishing under computer control a connec- 
tion between the client and the server object if 
there is not an existing connection, whierein 
when a connection between the client and the 
server object does not exist, the method further 
includes the computer controlled substeps of 
looking up a co-process for the server object 
and determining whether the co-process js ac- 
tive, wherein when the co-process is active, the 
active co-process is identified as said server 
process and a proper location to establish a 
connection. 

22. A method as recited in claim 21 wherein when it is 
determined that the co-process for the server object 
is not active, the method further includes the com- 
puter controlled substeps of activating the co-proc- 
ess and the activated co-process is identified as the 
server process and therefore a proper location to 
establish a communications connection. 

23. A method as recited in claim 21 wherein: 

the server computer system is separate from 
the client computer system; and 
the computer controlled substeps of looking up 
the co-process for the server object and deter- 
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mining whether the co-process is active are 
performed by the server computer system. 

24. A method as recited in claim 21 wherein the com- 
munications connection between the client and the 5 
server object is established through a server surro- 
gate object resident in the client process and asso- 
ciated with the server object and a server servant 
object resident in the server process and associat- 
ed with the server object and the step of establish- io 
ing a connection between the client and the server 
object etiectively establishes a communications 
connection between the server surrogate object 
and the server servant object. 

IS 

25. A method as recited in claim 21 further comprising 
the steps of: 

determining under computer control whether 
the server object is part of a group that is inac- 
tive, wherein when the server object is part of 
a group and that group is inactive, a group ac- 
tivation function for the server object's group is 
performed by the server computer system; and 
determining under computer control whether 
the server object is part of a co-activation set 
that is inactive, wherein when the server object 
is part of a co-act ivatbn set and that co-activa- 
tion set is inactive, all of the objects in the co- 
activation set are activated together by the 30 
server computer system. ^ 



26. A method as recited in claim 25 further comprising 
the step of calling under computer control the server 
object after the communications connection is es- 
tablished, wherein the call is initially received by the 
co-process for the server object and the server ob- 
ject group determining step and the server object 
co-activation set determining step are both handled 
by the co-process tor the server object. 

27. A method as recited in claim 26 wherein the server 
object group determining step includes at least one 
of the computer controlled substeps of: 

determining whether the server object's group 
has been registered, wherein when it is deter- 
mined that the server object's group has not 
been registered, it is further determined thai the 
server object is not part of a group and there is 
no need to call the group activation function; 
and 

determining whether the server object's group 
is in an active group table stored in memory on 
the server computer system, wherein when it is 
determined that the server object's group is in 
the active group table, it is determined that the 
group is already active and that there is no need 
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to call the group activation function. 

28. A method as recited in claim 27 wherein the server 
object co-activation set determining step includes 
the computer controlled substep of determining 
whether the server object's co-activation set is iden- 
tified in a co-activation table stored in memory on 
the server computer system, wherein when it is de- 
termined that the server object's co-activation set is 
identified in the co-activation table it is determined 
that the server object is already active and that there 
is no need to reactivate the server object or any of 
the other objects in the server object's co-activation 
set. 

29. A method as recited in claim 2B further comprising 
the step of determining under computer control 
whether the server object is part of a group that is 
inactive, wherein when the server object is part ot 
a group and lhal group is inactive, a group activation 
function -for the server object's group is performed 
by the server computer system. 

30. A method as recited in claim 29 further comprising 
the step of the client calling the server object after 
the connection is established, wherein the call is in- 
itially received by the co-process for the server ob- 
ject and the server object group determining is han- 
dled by the co-process for the server object. 

31. A method as recited in claim 29 wherein the server 
object group determining step includes at least one 
of the computer controlled substeps of: 



3S determining whether the server object's group 

has been registered, wherein when it is deter- 
mined that the server object's group has not 
been registered, it is further determined that the 
server object is not part of a group and there is 

40 no need to perform the group activation func- 

tion; and 

determining whether the server object's group 
is in an active group table stored in memory on 
the server computer system, wherein when it is 
45 determined that the server object's group is in 

the active group table, it is determined that the 
group is already active and that there is no need 
to perform the group activation function. 

50 32. A method as recited in claim 31 wherein both the 
server object's group registration and the active 
group table are stored in computer system memory 
v^rhich is allocated to the server co-process, sard 
system memory type being chosen from the group 

ss consisting of transient memory, persistent memory 
and a combination of transient and persistent mem- 
ory. 
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33. A method as recited in claim 21 further comprising 
the step of determining under computer control 
whether the server object is part of a co-activation 
set that is inactive, wherein when the server object 

is part of a co-activation set and that co-aciivatlon 5 
set is inactive, all of the objects in the co-activation 
set are activated together by the server computer 
system. 

34. A method as recited in claim 33 further comprising io 
the step of calling under computer control the server 
object after the communications connection is es- 
tablished, wherein the call is initially received by the 
co-process for the server object and the server ob- 
ject co-activation set determining step is handled by is 
the co-process for the server object. 

35. A method as recited in claim 34 wherein the server 
object co-activation set determining step includes 
the subslep of determining under computer control 
whether the server object's co-activation set Is iden- 
tified in a co-actlvation table stored in memory of 
the server computer, wherein when it Is determined 
that the server object's co-actlvatlon set is Identified 
in the co-activation table it is determined that the 
server object Is already active and that there Is no 
need to reactivate the server object or any of the 
other objects in the server object's co-actlvation set. 

36. A method as recited in claim 35 wherein the co-ac- 30 
tivation table is stored In computer system memory 
which is allocated to the server co-process, said 
system memory type being chosen from the group 
consisting of transient memory, persistent memory, 
and a combination of transient and persistent mem- 35 
ory. 

37. A method as described in claim 21 wherein said cli- 
ent is said client computer process. 

40 

38. A method as described In claim 37 wherein said cli- 
ent computer process is said server object co-proc- 
ess. 

39. A method as described in claim 21 wherein said cli- 
em is a distributed object resident In said client com- 
puter process. 

40. A method as described in claim 39 wherein said dis- 
tributed object is the server object and said invoca- so 
tion is a recursive invocation. 

41. A computer implemented method for managing a 
collection of objects during the invocation of a par- 
ticular server object intended to reside in a server 55 
computer process executing In a server computer 
system that utilizes a distributed object operating 
environment having an object request broker, the 



server object being identified by an object refer- 
ence, the method comprising the steps of: 

establishing under connputer control a commu- 
nications connection between a client and a 
server servant object; and 
determining under computer control at least 
one of (a) whether a server object's group acti- 
vation corresponding to the server object has 
been registered and (b) whether the server ob- 
ject's group is active. 

42. A method as described in claim 41 wherein It is de- 
termined undercomputer control that said group ac- 
tivation is not registered and that the server object 
Is not part of a group and there Is no need to perform 
the group activation function. 

43. A method as described in claim 41 wherein it is de- 
termined undercompulercontrol that said group ac- 
tivation is registered and that there Is no need to 
perform the group activation function. 

44. A method as described in claim 41 wherein it is de- 
termined that said group activation Is registered and 
that the server object's group is not in the group ac- 
tive table, the method further including the steps of: 

performing under computer control the group 
activation function; and 

writing under computer control the server ob- 
ject's group into the group active table. 

45. A method for managing a collection of objects dur- 
ing the invocation of a particular server object in- 
tended to reside in a server computer process ex- 
ecuting on a server computer system that utilizes a 
distributed object operating environment having an 
object request broker, the server object being iden- 
tified by an object refererce, the method comprising 
the steps of: 

establishing under computer^ontrot a commu- 
nications connection between a server surro- 
gate object resident in a client process execut- 
ing on a client computer arxj a server servant 
object resident in said server conr>puler proc- 
ess; 

determining under computer control whether a 
co-activation designation <;orresponding to the 
server object indicates that a co-activation ex- 
ists and performing urxJer computer control a 
co-activation function if it is detcrmir>ed that a 
co-activation exists. 
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